Paměť závad bude vymazána jestliže zapalování je vypnuto v průběhu vlastní diagnostiky.
 
Diagnostický konektor je u pojistek 
1, Vypnout zapalování.
2, Zapojte vypínač mezi pin 5 a zem. Vypínač má normální stav vypnuto.
3, Zapněte zapalování.
4, Zkontrolujte varovnou kontrolku ABS.
5, Spojte vypínač na 3 sekundy.
6, Kontrolka zhasne, vypněte vypínač.
7, Kontrolka začne vyblikávat chybový kód.
7, Zaznamenejte si jej.
8, Zapněte vypínač na další 3 sekundy, vypněte.
9, Kontrolka začne vyblikávat další chybový kód, nebo kód 11 což znamená konec testu.
10, Vypněte zapalování.
11, Zdekodujte závady dle zaznamenaných kódů podle tabulky.
 
Dlouhé rozsvíceni = desítky
Krátké rozsvícení = jednotky
 
	Trouble code
	Fault location

	11
	End of sequence

	12
	Start of sequence

	13
	Selenoid valve

	14
	Pressure switch

	15
	System relay

	21
	System relay

	22
	System relay

	24
	Wheel speed sensor, LH rear

	25
	Wheel speed sensor, RH front

	31
	Wheel speed sensor, RH rear

	32
	Wheel speed sensor, LH front

	33
	Wheel speed sensor, LH rear

	34
	Wheel speed sensor, RH front

	35
	Wheel speed sensor, RH rear

	41
	Wheel speed sensor, LH front

	42
	Selenoid valve RH front inlet & outlet

	43
	Selenoid valve RH front restriction

	44
	Selenoid valve LH front inlet & outlet

	45
	Selenoid valve LH front restriction

	51
	Selenoid valve RH rear inlet & outlet

	52
	Selenoid valve LH rear inlet & outlet

	55
	Electronic control unit (ECU)
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